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%:Iﬁ © O 0) i REMOTE CONTROL BOX FOR CURRENT LIMITING PROTECTOR
o | O ‘ O O P o6 |
‘ | — — — | — T oss 3.00 NEMA TYPE 4, WELDED, 14 GA, STEEL CONSTRUCTION WITH PROVISIONS FOR PADLOCKING THE CLAMPED HINGED
o O Of Jo o o' & o o ® CoveR
‘ ‘ | ] THE CONTROL BOX IS TO BE MOUNTED ADJACENT TO THE CLIP INSTALLATION WITHIN RANGE OF THE 30° LONG
) C PHASE 1O N CABLES INCLUDED. THE CABLES HAVE A KEYED PLUG ON ONE END FOR CONNECTION TO THE CLiP ISOLATION
S, & o S — Ar————————————— ] ] TRANSFORMERS AT GROUND POTENTIAL. THE OTHER END IS TO BE CONNECTED, BY THE USER, TO THE TERMINAL
s BLOCK LOCATED IN THE CLIP CONTROL BOX. CABLE SEALS WITH STRAIN RELIEF FEATURE ARE PROVIDED IN THE
CONTROL BOX FOR ENTRY OF THESE CABLES. EXCESS CABLE LENGTH MAY BE REMOVED IF DESIRED.
THE FOLLOWING EQUIPMENT IS INCLUDED IN THE CONTROL BOX:
1850 MTG 1850 MTG
A ONE POWER TRANSFORMER, RATED 115/6.5 VAC, 50-60 Hz, TO SUPPLY POWER TO THE SENSING AND FIRING
LOGIC THAT IS LOCATED ON EACH CLiP.
2150 MTG 2150 MTG
B TwO SETS OF DP/DT (FORM “C*> CONTACTS FOR LOSS OF VOLTAGE INDICATION, CONTACTS ARE RATED 10 A @
30 VDC OR 277 VAC.
23,50
C. TwO SETS OF DP/DT (FORM ’C*> CONTACTS PER PHASE FOR REMOTE INDICATION OF CLIP OPERATION.
56 CONTACTS ARE RATED 10 A @ 30 VDC OR 277 VAC , 1/2 HP @ 240 VAC, 1/3 HP @ 120 VAC.
54.1 D. TERMINAL BLOCKS FOR USER'S POWER ALARM/TRIP CIRCUIT CONNECTIONS.
9.28
~—  APPROX  ——— E. MOV (METAL OXIDE VARISTOR) TRANSIENT VOLTAGE SUPPRESSOR.
OVER LIVE PART

F. THREE RESETTABLE CIRCUIT BREAKERS (ONE PER PHASE FOR FAULT INDICATION) WHICH MUST BE RESET AFTER
SENSING AND FIRING ~———4.31— A FAULT OCCURRENCE.

LOGIC ¢SFLY
USER TO PROVIDE:

1. 125 VAC 1 AMP POWER SOURCE FOR CONTROL.

2, ELECTRICAL CONNECTION FROM POWER SOURCE TO CONTROL BOX.

FOR USER’'S CONNECTION

TINNED COPPER BUS BAR
% TYP BOTH ENDS

3, ELECTRICAL CONNECTION FROM TERMINAL BLOCK IN THE CONTROL BOX TO USER'S ALARM/TRIP DEVICES.

4, ALL OPENINGS REQUIRED IN THE CONTROL BOX FOR USER’'S POWER ALARM CONNECTIONS AND THE SEALING
DEVICES REQUIRED FOR THE OPENINGS TO MAINTAIN THE INTEGRITY OF THE NEMA 4 CONTROL BOX.
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VISIBLE PIN INDICATES INTERRUPTER

HAS FIRED AND MUST BE REPLACED
TR208 STATION

ISOLATION TRANSFORMER POST INSULATOR
(IT> FOR SFL POWER 16,88 #0.25

3/16” STAINLESS
STEEL MOUNTING FRAME
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ALL DRAWING CHANGES MUST BE MADE ON CAD. ANY MANUAL CHANGES WILL VOID DRAWING.

CURRENT LIMITING PROTECTOR

f 3 PHASE 15.5kV 3000A CONT CURRENT 110KV BIL {‘"&W
e 120kA RMS SYM INTERRUPT RATING INCLUDES ‘ 4 L
CONTROL BOX, STANDARD SENSING AND FIRING
| LOGIC AND HI SPEED REMOTE INDICATION G&W ELECTRIC Co.
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